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(b) There shall be a provision for
flushing away chemical spills.

§ 194.15–15 Chemicals other than com-
pressed gases.

Chemicals, including those listed in
49 CFR part 172, may be stored in small
working quantities in the chemical
laboratory.

[CGD 86–033, 53 FR 36027, Sept. 16, 1988]

§ 194.15–17 Compressed gases other
than inert gases.

(a) When, in consideration for a par-
ticular operation, compressed gases are
needed within the laboratory, the cyl-
inders may be temporarily installed in
the laboratory, provided no more than
one (1) cylinder of each gas is in the
laboratory simultaneously. When
transporting compressed gas cylinders
to, from, or within the vessel, the cyl-
inder valves shall be capped or other-
wise protected in accordance with 49
CFR 173.301(g).

(b) Cylinders temporarily installed in
the laboratory shall be securely stowed
for sea. Appropriate safety signs shall
be displayed and safety precautions ob-
served.

(c) Oxygen and acetylene cylinders
for use in ship’s maintenance shall not
be stored in the laboratory.

(d) Systems providing gas for bunsen
burners or similar semipermanent/per-
manent installations shall be installed
in accordance with subpart 195.03 of
part 195.

[CGFR 67–83, 33 FR 1151, Jan. 27, 1968, as
amended by CGD 86–033, 53 FR 36027, Sept. 16,
1988]

§ 194.15–19 Electrical.

(a) All electrical equipment located
within 18 inches of the deck of the
chemical laboratory shall be in accord-
ance with the applicable requirements
of Subchapter J (Electrical Engineer-
ing) of this chapter for Class I, Division
2, hazardous locations. Electrical
equipment located 18 inches or more
above the deck may be of a type suit-
able for wet or dry locations in accord-
ance with Subchapter J.

Subpart 194.20—Chemical Stores
and/or Storerooms

§ 194.20–1 General.
(a) The chemical storerooms shall be

considered to be service areas and as
such shall be subject to the applicable
requirements of § 190.07–10(d).

(1) Installed equipment, such as
shelves and cabinets, shall be con-
structed of incombustible materials.

(2) The access doors to the storeroom
shall bear the inscription ‘‘Chemical
Storeroom.’’

(b) Storage and cleanliness shall be
consistent with good chemical stowage
practices.

(c) The deck of the chemical store-
room shall be of a nonskid material
suitably resistant to chemical spills.
Provision shall be made for the con-
tainment and removal of chemical
spills.

(d) Chemical reactions and experi-
ments shall not be conducted in the
chemical storeroom.

(e) A storeroom, when used as a
chemical storeroom, shall be exclu-
sively for the stowage of chemical
stores.

(f) All doors shall open in the direc-
tion of escape.

(g) Movement of chemical stores to,
or from, the storeroom shall be accom-
plished utilizing suitable, portable con-
tainers. In no event shall piping sys-
tems, or similar arrangements, be per-
mitted for transfer of chemical stores
between the storeroom and the area in
which the chemical stores are to be
used.

§ 194.20–3 Responsibility.
(a) With the knowledge and approval

of the master the senior member of the
scientific party embarked may super-
vise the safety and operation of the
chemical storerooms.

(b) The chemical storeroom super-
visor shall:

(1) Maintain the highest standards of
safe working conditions.

(2) Provide safeguards against haz-
ardous undertakings.

(3) Educate personnel working in, and
near, the storeroom to be alert for haz-
ards.
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